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MANAGING sPIlls 
Hazardous materials are 
contained to prevent 
pollutants from escaping 
into the environment.

KeePING It cleAN 
When cleaning up oil spills, 
used absorbents can be 
hazardous so they are 
disposed of properly.

stORMWAteR ONlY
exterior drains are 
used to prevent 
flooding and not 
used for waste 
disposal.

PROtectING YOUR 
DRINKING WAteR  
Backflow preventers  
are installed to ensure 
dirty water is not sucked 
back into the drinking 
water system.

OIl-WAteR sePARAtOR 
shops that are 
connected to the 
sanitary sewer system 
install an oil-water 
separator to remove oil 
and solids to minimize 
the impact to the 
environment.

cOllectING It All 
All wastes are collected 
for recycling or proper 
disposal including solvents 
from parts washing.

tAKING cARe OF tHe DIRtY lAUNDRY 
Oily rags and overalls are washed in 
a facility where the oil is removed 
from the wash water for recycling or 
proper disposal.

WORKING At PeAK PeRFORMANce 
 solids and oil are regularly removed to ensure 

that the oil-water separator is working properly.

stORING WAste PROPeRlY 
Hazardous wastes are stored 
in a containment area until 
the waste can be recycled or 
properly disposed.

BeING PRePAReD 
employees are trained to 
deal with spills and have 
equipment ready for use.

KeePING RecORDs 
Records are kept 
to ensure the oil 
water separator is 
maintained regularly 
and the waste is 
recycled or properly 
disposed.

UsING WAteR 
eFFIcIeNtlY
Hoses have 
spray nozzles 
to reduce water 
waste.

Sanitary Sewer - connected to the ocean.

Storm Drain - connected directly to our waterways, shorelines and the ocean.

Oil Water Separator (OWS)

CUSTOMER WET SHOP
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Sanitary Sewer - connected to the ocean.

Storm Drain - connected directly to our waterways, shorelines and the ocean.

Oil Water Separator (OWS)
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sPIll cONtAINMeNt 
the volume of a spill containment area must 
be sized properly.(CRD Bylaw No. 2922, Definition: 
Spill Containment)

KeeP It cleAN 
Used oil absorbent from 
an oil spill clean up can 
be a hazardous waste so 
it must be disposed of 
properly. the waste must 
not go into the garbage or 
down a drain. (CRD Bylaw 
No. 2922, Section 2.1(a) and 
Schedule “A”)

stORMWAteR ONlY 
exterior drains are used to prevent flooding 
and not used for waste disposal. 

cOllect It All 
solvent from the parts washing 
equipment must be stored for 
recycling or proper disposal. (CRD 
Bylaw No. 2922, Schedule “M”, Section 3.1)

OIlY RAGs AND 
OVeRAlls 
Oily rags and 
overalls must 
be washed in a 
facility where the 
oil is removed 
from the wash 
water for recycling 
or proper disposal. 
(CRD Bylaw No. 
2922, Schedule “M”, 
Section 2.1(g))

PROPeR stORAGe 
Hazardous materials such as solvents, oil, 
antifreeze, used oil filters, lead acid batteries 
and other hazardous waste must be stored in 
containment areas. (CRD Bylaw No. 2922, 
Schedule “M”, Section 3.1)

Be PRePAReD 
employees must be trained 
to deal with spills and 
appropriate spill equipment 
must be stocked and ready 
for use. (CRD Bylaw No. 2922, 
Schedule “M”, Section 4)

KeePING RecORDs 
Records are kept to 
ensure the oil-water 
separator is maintained 
regularly and waste is 
recycled or properly 
disposed. (CRD Bylaw 
No.2922, Schedule “M”, 
Section 5)

PROtect OUR DRINKING WAteR 
Backflow preventers must be 
installed to ensure dirty water 
is not sucked back into the 
drinking water system.  
(CRD Bylaw No. 3516)

OWNER WET SHOP

OIl-WAteR sePARAtOR 
When the shop is connected to the sanitary sewer 
system, an oil-water separator must be properly 
sized, installed and maintained to remove oil and 
solids from the waste water. (CRD Bylaw No. 2911, 
Schedule “M”, Section 2.4)
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and other hazardous 
waste must be stored in 
containment areas. (CRD 
Bylaw No. 2922,  
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OWNER DRY SHOP

Storm Drain - connected directly to our waterways,  
shorelines and the ocean.

PROtect OUR DRINKING WAteR 
Backflow preventers must be 
installed to ensure dirty water is 
not sucked back into the drinking 
water system. (CRD Bylaw No. 3516)

KeeP It cleAN 
Used oil absorbent from an oil 
spill clean up can be a hazardous 
waste so it must be disposed of 
properly. the waste must not go 
into the garbage or down a drain. 
(CRD Bylaw No. 2922, Section 2.1(a) 
and Schedule “A”)

stORMWAteR ONlY 
exterior drains are used to prevent flooding 
and not used for waste disposal 


